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feels right features

Carbon-zero TENCEL™ Lyocell and Modal 
�bers contribute to reducing climate impact. 
Acting on Lenzing’s commitment to the Science 
Based Targets initiative and supporting the 
UN Sustainable Development Goals, carbon-zero 
TENCEL™ Lyocell and Modal �bers are third 
party certi�ed as carbon neutral by means of 
carbon emission reduction and respective 
compensation measures. These �bers contribute 
to protecting the environment and reducing 
climate change, are developed with three pillars:

• lowering carbon emissions,
• using renewable energy sources at Lenzing 
production sites, and
• supporting veri�ed global carbon reduction 
projects to compensate for �ber related 
emissions that are not yet avoidable.

carbon neutral
TENCEL™ Lyocell and Modal �bers are 
manufactured from the renewable source of 
raw material wood, harvested from certi�ed 
and controlled sources following the 
stringent guidelines of the Lenzing Wood and 
Pulp Policy.

botanic origin

sustainable production

TENCEL™ Denim gives customers peace of 
mind knowing their products are 
eco-responsible have a low carbon footprint. 
Jeans made with TENCEL™ Lyocell and Modal 
�bers use innovative technology with low 
amounts of water.

TENCEL™ Lyocell �bers have gained the 
reputation for their environmentally responsible, 
closed loop production process, which 
transforms wood pulp into cellulosic �bers with 
high resource e�ciency and low ecological 
impact. This solvent-spinning process recycles 
process water and reuses the solvent at a 
recovery rate of more than 99%. 

Numerous Lenzing innovations have been 
integrated in the production of TENCEL™ 
Modal �bers, to make the process 
environmentally sound. Lenzing strives to 
safeguard resources for future generations by 
the use of renewable energy and by the 
recovery of process chemicals.

With �ber identi�cation technology based on a 
special production process, TENCEL™ �bers can 
be veri�ed as authentic in the value chain 
through Lenzing testing. This method of 
identi�cation supplements transparency and 
traceability in the supply chain and ensures the 
authenticity of TENCEL™ �bers.

supply chain transparency

TENCEL™ Denim cellulose �bers of botanic origin 
are tailored to a sustainable lifestyle, liberating 
personal expression through movement by its 
natural comfort, smoothness and versatility.

For more than 150 years, denim has been a growing part of 
the cultural landscape around the world. Its versatility 
allows it to be worn as work wear as well as fashion.

TENCEL™ Denim

feels free,
naturally



applicable technologies

REFIBRATM technology

The pioneering REFIBRA™ technology involves 
upcycling cotton scraps from garment 
production, in addition to wood pulp, where the 
raw material is transformed to produce new 
virgin TENCEL™ Lyocell �bers to make fabrics 
and garments.

Eco Soft technology

TENCEL™ Modal �bers are produced by Eco 
Soft technology, o�ering exquisite softness to 
textiles. The technology uses an integrated 
pulp-to-�ber process that has high recovery 
rates of process ingredients and generates very 
low emissions to air, making this �ber an 
environmentally responsible choice.

strength

contributes to breathability

TENCEL™ Lyocell and Modal �bers support 
body temperature regulating properties through 
their moisture management. Derived from 
natural material, the microscopic �brils of lyocell 
cellulosic �bers and sub-structure of modal 
�bers are structured to regulate the absorption 
and release of moisture, contributing to fabric 
breathability that support the body’s natural 
thermal regulation. 

long-lasting softness

Exhibiting high �exibility, TENCEL™ Modal 
wood-based �bers o�er textiles a long-lasting 
quality of exquisite softness. Owing to the �ber’s 
sleek cross section, TENCEL™ Modal �bers 
enhance the soft touch of fabrics even after 
repeated washing.

smoothness

TENCEL™ Lyocell �bers are naturally smooth to 
the touch and enhance the quality of fabrics to 
lightly glide over your skin.

TENCEL™ Lyocell �bers are 
versatile and distinguished 
by their high tenacity pro�le 
among cellulose �bers.

matte

Indigo Color technology

Compared to water and energy intensive 
conventional indigo dyeing that requires multiple 
dyebaths, Indigo Color technology provides 
sustainable indigo dyeing for TENCEL™ Modal 
�bers with substantial water, chemical and 
electricity savings, less wastewater produced 
and no heat energy used.

Eco Color technology

Eco Color technology implements the process of 
spun-dyeing, where color pigments are deeply 
embedded into TENCEL™ Modal �bers. 
Spun-dyeing provides e�cient ecological 
advantages, whereby resources are used 
sparingly. This eco-responsible technology o�ers 
long-lasting color-fastness and design �exibility 
in textiles.

Both indigo-colored dye and lyocell �bers have a 
natural shine. LENZING™ Lyocell Matte �bers 
are specially designed for applications to scatter 
light and diminish unwanted glare, and can 
therefore be used in place of standard lyocell 
�bers to reduce the shine of conventional 
indigo-dyed denim applications made with 
lyocell �bers.
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Lenzing: Lenzing Aktiengesellschaft, Werkstraße 2, 4860 Lenzing, Austria
Tel: +43 7672 7010, Fax: +43 7672 701 3880, E-mail: �bers@lenzing.com

GLOBAL OFFICES

India: Lenzing Fibers India Pvt Ltd.
Srivari Shrimat, 5th Floor (rear side), 1045, Avinashi Road, 641018 Coimbatore, Tamil Nadu, India 
Tel: +91 422 4292 800, E-mail: india@lenzing.com

Hong Kong: Lenzing Fibers (Hong Kong) Ltd.
Unit 801-806, 8th Floor, Lu Plaza, 2 Wing Yip Street, Kwun Tong, Kowloon, Hong Kong
Tel: +852 3718 5600, Fax +852 3718 5601, E-mail: hongkong@lenzing.com 

Istanbul: Lenzing Elyaf A.ş.
Huzur Mah. Maslak Ayazağa Cad. No: 4 I Blok Ağaçlı O�s, 34396 Sarıyer / İstanbul, Turkey
Tel: +90 212 349 7171, Fax: +90 212 349 7181, E-mail: turkey@lenzing.com

Jakarta: PT. South Paci�c Viscose
Sampoerna Strategic Square, South Tower, 22nd Floor, Jl. Jend. Sudirman Kav. 45-46, Jakarta 12930, Indonesia
Tel: +62 21 577 1630, Fax: +62 21 577 1640, E-mail: jakarta@lenzing.com

New York: Lenzing Fibers Inc.
530 Seventh Avenue, Suite 808, New York, NY 10018, U.S.A.
Tel: +1 212 944 7400, Fax: +1 212 944 7816, E-mail: newyork@lenzing.com 

Seoul: Lenzing Korea Yuhan Hoesa
19th Floor, 2 Wiryeseong-daero, Songpa-gu, Seoul, 05544, Korea
Tel: +82 2 782 6131, Fax: +82 2 782 6132, E-mail: seoul@lenzing.com 

Shanghai: Lenzing Fibers (Shanghai) Co., Ltd.
Unit 06-08, 15th Floor, Garden Square, 968 West Beijing Road, 200041 Shanghai, China
Tel: +86 21 3315 2438, Fax: +86 21 6341 0007, E-mail: shanghai@lenzing.com 

Singapore: Lenzing Singapore PTE Ltd.
111 Somerset Road, TripleOne Somerset 13-35|38, Singapore 238164, Singapore
Tel: +65 65 506 730, E-mail: singapore@lenzing.com

Taiwan: Lenzing Taiwan Fibers Ltd.
7th Floor, 53 Dongxing Road, Xinyi District, Taipei City 11070, Taiwan (R.O.C.)
Tel: +886 2 8768 1023, Fax: +886 2 8768 2933, E-mail: taipei@lenzing.com

Thailand: Lenzing (Thailand) Co., Ltd.
599 Moo 2 ThaToom Sub-District, SriMahaPhot District, PrachinBuri Province 25140, Thailand
Tel: +66 37 624 123, E-mail: prachinburi@lenzing.com
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